










 DECORATIVE LEVEL RAIL 5

IMPORTANT: Do not over-tighten the 
sidewalk bolt or the head of the bolt will 
crush the underside of the PVC rail! 

Drawings 19A and 19B: INSERT and FASTEN 
SIDEWALK BOLTS TO SECURE TOP RAIL 

ATTACHMENT BRACKETS

I. Using the groove in the center of the 
U-shaped aluminum stiffener as a guide, take 
an electric drill with 3/16” diameter drill bit and 
drill 1 hole through the aluminum stiffener 
over each baluster.  Be sure to lay out your 
holes so they miss the screw used in the 
initial assembly of the rail by approximately 
½” (See Drawings 20A and 20B). 

If the Level-Loc™ rail attachment brackets are 
over the last balusters, drill through the 
attachment bracket and then through the 
stiffener with the 3/16” diameter drill bit.  
IMPORTANT: Drill only through the 
aluminum.  Do not drill into the baluster 
because the 3/16” diameter hole will be too 
large for the screw to tighten the PVC 
baluster properly.

After all the holes are drilled, be sure to check 
that the balusters are straight and that none of 
them have rotated.  Use the #8 X 2½” square-
drive screws to fasten the balusters.  If the 
handrail mounting brackets are over the last 
balusters, drive screws through holes you just 
drilled in the handrail attachment brackets 
into the last balusters.

Drawing 20A: DRILL U-SHAPED ALUMINUM 
STIFFENER TO RECEIVE BALUSTER SCREWS

Drawing 20B: BALUSTER SCREW LOCATIONS

THE RAIL ASSEMBLY IS NOW READY FOR 
THE INSTALLATION OF THE DECORATIVE 
TOP RAIL (See Drawing 21)
Drawing 21: RAIL ASSEMBLY PRIOR TO DECORATIVE 

TOP RAIL INSTALLATION

NOTE: AT THIS POINT, IF YOUR RAIL IS OVER 
8’ LONG YOU WILL NEED TO ADD THE 
SUPPLEMENTAL I-BEAM STIFFENER (See 
Drawings 22A – 22D)

J. If your handrail is over 8’ long, you will need 
to add the Supplemental I-beam Stiffener to 
the top rail assembly. Otherwise, skip this step 
and proceed to step “K”. 

Be sure to cut the Supplemental I-Beam 
stiffener 8” shorter than the overall length of 
the PVC rail section. Drop the Supplemental 
I-beam Stiffener into the space between the 
legs of the U-shaped aluminum stiffener. 
Center the Supplemental I-Beam stiffener 
between the 2 ends of the rail section.  (See 
Drawings 22A and 22B)

Drawings 22A and 22B: INSTALL SUPPLEMENTAL 
I-BEAM STIFFENER FOR RAILS OVER 8’ LONG

At one end of the I-beam stiffener, directly 
over the next-to-last baluster, use a drill with 
a 3/16” drill bit and drill through the I-Beam 
stiffener, the U-shaped stiffener, and the 
U-shaped PVC rail. DO NOT DRILL INTO THE 
BALUSTER.  Then repeat this over every 3rd 
baluster along the length of the rail.  Be sure 
to also drill over the next-to-last baluster at 
the opposite end of the rail.  (See Drawing 
22C)  Alternate screw locations every 3rd 
baluster, back and forth across the top of the 
Supplemental I-Beam stiffener.  For details of 
screw positioning, see Drawing 22D.

Drawing 22C: DRILL I-BEAM STIFFENER TO 
RECEIVE SCREWS EVERY 3RD BALUSTER

Insert a #8 X 2-1/2” square drive screw 
through the holes you just drilled in the 
aluminum stiffeners and screw into the 
baluster directly underneath until tight.

Drawing 22D – BALUSTER and I-BEAM  
STIFFENER SCREW LOCATIONS

K. Once the aluminum stiffeners have been 
secured, install the decorative top rail by 
dropping it into position and snapping it into 
place over the upper sub-rail.  IMPORTANT:  
Be sure to install the decorative top rail 
before you install the newel post caps!  
(See Drawings 23A and 23B)
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 Drawings 23A and 23B: INSTALL DECORATIVE  
TOP RAIL 

L. Install the newel post caps by pushing them 
into place on the top of each newel post.  
(See Drawings 24A and 24B)

Drawings 24A and 24B: INSTALL NEWEL POST 
CAPS

  

    

M. There will be a very narrow gap where the 
legs of the top rail snap into place over the 
upper Standard sub-rail and along the bottom 
edge of the newel post cap where it meets the 
newel post.  Use the provided Siroflex 
adhesive caulk to bond the decorative top rail 
to the upper Standard sub-rail and to bond the 
newel post caps to the newel posts.  Caulk the 
entire length of the top rail on both sides.  
Caulk around the entire edge under each 
newel post cap.  Wipe the caulk with your 
finger while at the same time pushing the 
caulk into the gaps.  Wipe any excess caulk 
off the rail and newel posts with a damp rag.  
Repeat the cleaning process if necessary so 
the only caulk visible is the caulk that is up in 
the narrow gaps. (See Drawings 25A and 
25B)

Drawings 25A and 25B: CAULK NEWEL CAPS  
and RAIL

 

 

YOUR RAILING IS COMPLETE






